AT-WRUSB, 802.11b wireless USB adapter 


KEY FEATURES 


Wireless connectivity for 
desktop and mobile devices 
using built-in USB ports 


1, 2, 5.5 and 11Mbps 
wireless connectivity rates 


64 bit /128 bit 
WEP encryption 


Simple, reliable AT-WRUSB combines the advantages of 
a wireless network with the ease of installation for a tradi- 
tional USB device. This unit is compatible with wireless 
inbuilding local area networks that are proliferating in 
general enterprise office computing, small office/home 
office, residential consumer, and public space markets. 
Connectivity is offered when and where you need it. The 
AT-WRUSB provides reliable performance without wires. 
Automatic rate selection dynamically supports 1, 2, 5.5, 
11M bps for maximum availability and reliability of net- 
work connections. The proper data rate is determined 
automatically permitting robust connectivity. 


Instead of using traditional cabling to create a network, 
this 11M bps wireless LAN technology provides efficient, 
reliable wireless communication between multiple com- 
puters, appliances, and the Internet. It enables users 
to experience the many benefits of wireless LANs by 
allowing them to: 


* Provide network access in hard to wire locations 


* Provide easy network access in conference 
rooms and public areas 


Ensure hassle-free connectivity in spaces 
that are frequently reconfigured 


TheAT-WRUSB enables a variety of Mobile LAN resources 
such as access to e-mail, the Internet, and library databas- 
es. It enables peer-to-peer communications between 
portables in a wireless LAN .|n public spaces, the tech- 
nology will let users access the Internet remotely using 
their home or office ISP accounts. Without the burden of 
cabling, you will enjoy unprecedented freedom to move 
about the home, office, classroom, or public space. 


The AT-WRUSB offers standards based compatibility by 
complying with IEEE 802.11b 11Mbps and 5.5Mbps 
standard and IEEE 802.11 Direct Sequence Spread 
Spectrum (DSSS) 1Mbps and 2Mbps standard. By 
conforming to the IEEE 802.11b standard, it ensures 
interoperability with equipment from many vendors. 


ABOUT ALLIED TELESYN 

Allied Telesyn leads the world in network technologies 
for the access edge. Since the company's inception in 
1987, Allied Telesyn has been developing IP-based net- 
work products for use in video, voice and data networks 
at the metro edge, in education, government agencies and 
across the enterprise. Allied Telesyn's access, aggregation 
and core transport technologies range from simple 
Ethernet adapters, hubs and media converters to robust 
multi-layer Gigabit Ethernet switches and routers, wire- 
less systems, DTM and WDM transport solutions for 
delivering real-time voice, video and data. Allied Telesyn's 
comprehensive support and professional service pro- 
grams are suited to meet the growing demands of today's 
switched broadband infrastructures. 


SERVICE & SUPPORT 
Allied Telesyn provides value-added support services for 
its customers under its N et.C over programs. For more 
information on Net.Cover™ support programs available 
in your area, contact your Allied Telesyn sales represen- 
tative or visit our website. 


www.alliedtelesyn.com 


MV Allied Telesyn 


Simply connecting the world 


SPECIFICATIONS 
Data rates 1, 2, 5.5, 11Mbps 


Maximum channels: 


US & Canada 1l 
Europe (ETSI) 3 
Spain 2 
France 3 


Network configuration Ad-hoc (peer-to-peer) 


Infrastructure 
Radio signal type Direct Sequence Spread Spectrum (DSSS) 


Encryption 64-bit/128-bit WEP 


POWER CHARACTERISTICS 
Output power: 
+ 15dBm 


Power consumption 


PHYSICAL CHARACTERISTICS 


Sze 
Weight 


ENVIRONMENTAL SPECIFICATIONS 


Operating temp. 
Storage temp. 
Humidity 


ORDERING INFORMATION 


AT-WRUSB 
802.11 wireless USB adapter 


Typically + 17dBm 


TX 450mA Max 
RX 320mA Max 
Typical 350mA 


3:25) M220" X19" 
0.22Ibs 


32°F - 131°F 
14°F - 158°F 
0% - 75%,(non-condensing) 


Operating frequecy: 
USA, Canada 
Europe(ETSI) 

Spain 


France 


LED indicators 


Antenna 


Sensitivity 


Modulation: 

5.5 / 11Mbps 
2Mbps 

IMbps 

Operating systems 
Inband management 


Operating range 


2,412~ 2.462GHz (Chl~ Ch11) STANDARDS AND COMPLIANCE 


2.412~ 2.472GHz (Ch1~ Ch13) Compliances FCC Part 15B 
2.457~ 2.462GHz (Ch10~ Chl1) Sec. 15.247 
2.457~ 2.472GHz (Ch10~ Chl3) Sec. 15.107 
Sec. 15.109 
Single dual color LED ETS 300 328 
Red indicates Power ETS 300 826 
Amber indicates Activity EN 55022 Class B 
EN 60950 
Built in dipole antenna with 1.5dB antenna gain CE Mark 
External dipole antenna with 2.0dB antenna gain Standards IEEE 802.11b 
USB 1.1 
Min. -80dBm for 11Mbps, 8% @ BER 1E-5 
Min. -83dBm for 5.5Mbps, 8% @ BER 1E-5 Warranty Lifetime limited warranty 


Min. -88dBm for 2Mbps, 8% @ BER 1E-5 
Min. -90dBm for 1Mbps, 8% @ BER 1E-5 


CCK 

QPSK 

BPSK 

Windows 98/Me/2000/ xP 

Windows 98/Me/2000 Configuration Utility 
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